ABCS™ with BlackWatch™
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In July 2010, the ABCS™ system with the 60x45 BlackWatch™ screen (patent pending) was used by the Red Forces at Ft. Sill’s Fires Battle Lab.  The system was instrumental in displaying battle information to the victorious Red Forces during the exercise.  As a result, the Ft. Sill Fires Battle Lab purchased a three-screen BlackWatch™ system.

Pictured below is the new ABCS™ system with a single 60x45 screen display and two monitors.  This system was integrated in the Johnson Outdoors/Eureka Tent booth at Modern Day Marine in Quantico, VA September 28 – 30, 2010.  Due to a favorable reception at Modern Day Marine, ABCS™ was featured at the Best Warrior Competition at Fort Lee, VA; at SOFEX in Fort Bragg, NC; and at the Soldier Equipment & Technology Expo & Conference. 
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Shown here is the side view of the screen with the attached projector v-arm.  The hinge pictured is the old type, while the new hinge is heavy-duty, black-powder coated, equipped with captive hardware, and does not scratch the screen surface.  The quarter inch hole seen on the side of the screen frame allows for side-by-side configuration of the system (known as a KnowledgeWall™).
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The BlackWatch™ screens are available in all form factors and sizes:

· 4:3 – 60x45,   72x 54,  and 80x 60
· 5:4 -   60x 48 and 72x 57.6
· 16:10 – 72x 45, 80x 50, and 90x 56.25
Additionally, all sizes up to 120” are designed to fit in the same case.
Shown here is the unfolded BlackWatch™ screen frame with the optional leg extenders (on the floor below the screen).  The BlackWatch™ screen can be raised in six inch increments up to two feet off the floor.  There are also quarter inch holes in the screen sides to pin-register multiple screen frames for proper side-by-side configuration to make a KnowledgeWall™.
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The old patented TMSS screen frame (pictured below on the left) is folded and lies floating in its case.  As you can see, the frame can be easily damaged in the old case, which takes up more space than the new case.

The patent pending BlackWatch™ screen frame (pictured below on the right) is folded and packed securely in its case.  Three straps hold the screen frame in place and protect the screen snaps.  
Old TMSS case

BlackWatch™ case
Length
        49.75”


51”

Width

        17.75’


15”

Height
          13”


12”

Volume
6.65 Cubic Feet

      5.3 Cubic Feet
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The BlackWatch™ projector v-arm (on the left) is folded and ready to put in the case.  It folds much more efficiently, and takes up less space than the old TMSS folded projector v-arm (on the right).
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The complete lightweight BlackWatch™ portable 60” x 45” v-arm projector mounted screen easily disassembled in minutes and ready for transport to the next tactical operation.
The packed screen case (pictured below on the left) is the old patented screen used in the TMSS program.  The case is completely full and is larger than the BlackWatch™ screen case (pictured below on the right), which is only half full.
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Pictured below is the ABCS™ with BlackWatch™  Digital System block diagram.  ABCS™ operates at 110 & 220Volts.  Additionally, the system is lightweight and easy to setup, configure, use, expand, and transport.
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